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Ӟᛱૡᜏ General Process

N

N35 1.17-1.22 11.7-12.2 ≥868 ≥10.9 ≥955 ≥12 263-287 33-36 ≤80 ≥7.5
N38 1.22-1.26 12.2-12.6 ≥899 ≥11.3 ≥955 ≥12 287-310 36-39 ≤80 ≥7.5
N40 1.26-1.29 12.6-12.9 ≥907 ≥11.4 ≥955 ≥12 302-326 38-41 ≤80 ≥7.5
N42 1.29-1.33 12.9-13.3 ≥915 ≥11.5 ≥955 ≥12 318-342 40-43 ≤80 ≥7.5
N45 1.32-1.38 13.2-13.8 ≥915 ≥11.5 ≥955 ≥12 342-366 43-46 ≤80 ≥7.5
N48 1.37-1.42 13.7-14.2 ≥876 ≥11.0 ≥955 ≥12 366-390 46-49 ≤80 ≥7.5
N50 1.40-1.45 14.0-14.5 ≥836 ≥10.5 ≥955 ≥12 374-406 47-51 ≤80 ≥7.5
N52 1.42-1.48 14.2-14.8 ≥836 ≥10.5 ≥955 ≥12 390-422 49-53 ≤80 ≥7.5
N54 1.44-1.50 14.4-15.0 ≥796 ≥10.0 ≥875 ≥11 406-438 51-55 ≤60 ≥7.5
N56 1.46-1.52 14.6-15.2 ≥796 ≥10.0 ≥875 ≥11 414-446 52-56 ≤60 ≥7.5

M

N33M 1.13-1.17 11.3-11.7 ≥836 ≥10.5 ≥1114 ≥14 247-271 31-34 ≤100 ≥7.5
N35M 1.17-1.22 11.7-12.2 ≥868 ≥10.9 ≥1114 ≥14 263-287 33-36 ≤100 ≥7.5
N38M 1.22-1.26 12.2-12.6 ≥899 ≥11.3 ≥1114 ≥14 287-310 36-39 ≤100 ≥7.5
N40M 1.26-1.29 12.6-12.9 ≥923 ≥11.6 ≥1114 ≥14 302-326 38-41 ≤100 ≥7.5
N42M 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥1114 ≥14 318-342 40-43 ≤100 ≥7.5
N45M 1.32-1.38 13.2-13.8 ≥971 ≥12.2 ≥1114 ≥14 342-366 43-46 ≤100 ≥7.5
N48M 1.37-1.42 13.7-14.2 ≥955 ≥12.5 ≥1114 ≥14 366-390 46-49 ≤100 ≥7.5
N50M 1.40-1.45 14.0-14.5 ≥1035 ≥13.0 ≥1114 ≥14 374-406 47-51 ≤100 ≥7.5
N52M 1.42-1.48 14.2-14.8 ≥1035 ≥13.0 ≥1114 ≥14 390-422 49-53 ≤100 ≥7.5
N54M 1.44-1.50 14.4-15.0 ≥1035 ≥13.0 ≥1114 ≥14 406-438 51-55 ≤100 ≥7.5
N56M 1.46-1.52 14.6-15.2 ≥995 ≥12.5 ≥1035 ≥13 414-446 52-56 ≤100 ≥7.5

H

N33H 1.13-1.17 11.3-11.7 ≥836 ≥10.5 ≥1353 ≥17 247-271 31-34 ≤120 ≥7.5
N35H 1.17-1.22 11.7-12.2 ≥868 ≥10.9 ≥1353 ≥17 263-287 33-36 ≤120 ≥7.5
N38H 1.22-1.26 12.2-12.6 ≥915 ≥11.5 ≥1353 ≥17 287-310 36-39 ≤120 ≥7.5
N40H 1.26-1.29 12.6-12.9 ≥939 ≥11.8 ≥1353 ≥17 302-326 38-41 ≤120 ≥7.5
N42H 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥1353 ≥17 318-342 40-43 ≤120 ≥7.5
N45H 1.32-1.38 13.2-13.8 ≥995 ≥12.5 ≥1353 ≥17 342-366 43-46 ≤120 ≥7.5
N48H 1.37-1.42 13.7-14.2 ≥995 ≥12.5 ≥1353 ≥17 366-390 46-49 ≤120 ≥7.5
N50H 1.40-1.45 14.0-14.5 ≥1035 ≥13.0 ≥1353 ≥17 374-406 47-51 ≤120 ≥7.5
N52H 1.42-1.48 14.2-14.8 ≥1035 ≥13.0 ≥1353 ≥17 390-422 49-53 ≤120 ≥7.5
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SH

N33SH 1.13-1.17 11.3-11.7 ≥844 ≥10.6 ≥1592 ≥20 247-271 31-34 ≤150 ≥7.5
N35SH 1.17-1.22 11.7-12.2 ≥876 ≥11.0 ≥1592 ≥20 263-287 33-36 ≤150 ≥7.5
N38SH 1.22-1.26 12.2-12.6 ≥915 ≥11.5 ≥1592 ≥20 287-310 36-39 ≤150 ≥7.5
N40SH 1.26-1.29 12.6-12.9 ≥939 ≥11.8 ≥1592 ≥20 302-326 38-41 ≤150 ≥7.5
N42SH 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥1592 ≥20 318-342 40-43 ≤150 ≥7.5
N45SH 1.32-1.38 13.2-13.8 ≥995 ≥12.5 ≥1592 ≥20 342-366 43-46 ≤150 ≥7.5
N48SH 1.37-1.42 13.7-14.2 ≥995 ≥12.5 ≥1592 ≥20 366-390 46-49 ≤150 ≥7.5
N50SH 1.40-1.45 14.0-14.5 ≥1035 ≥13.0 ≥1592 ≥20 374-406 47-51 ≤150 ≥7.5
N52SH 1.42-1.48 14.2-14.8 ≥1035 ≥13.0 ≥1592 ≥20 390-422 49-53 ≤150 ≥7.5

UH

N28UH 1.04-1.08 10.4-10.8 ≥764 ≥9.6 ≥1990 ≥25 207-231 26-29 ≤180 ≥7.5
N30UH 1.08-1.13 10.8-11.3 ≥812 ≥10.2 ≥1990 ≥25 223-247 28-31 ≤180 ≥7.5
N33UH 1.13-1.17 11.3-11.7 ≥852 ≥10.7 ≥1990 ≥25 247-271 31-34 ≤180 ≥7.5
N35UH 1.17-1.22 11.7-12.2 ≥876 ≥11.0 ≥1990 ≥25 263-287 33-36 ≤180 ≥7.5
N38UH 1.22-1.26 12.2-12.6 ≥915 ≥11.5 ≥1990 ≥25 287-310 36-39 ≤180 ≥7.5
N40UH 1.26-1.29 12.6-12.9 ≥939 ≥11.8 ≥1990 ≥25 302-326 38-41 ≤180 ≥7.5
N42UH 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥1990 ≥25 318-342 40-43 ≤180 ≥7.5
N45UH 1.32-1.38 13.2-13.8 ≥995 ≥12.5 ≥1990 ≥25 342-366 43-46 ≤180 ≥7.5

EH

N28EH 1.04-1.08 10.4-10.8 ≥764 ≥9.6 ≥2388 ≥30 207-231 26-29 ≤200 ≥7.5
N30EH 1.08-1.13 10.8-11.3 ≥812 ≥10.2 ≥2388 ≥30 223-247 28-31 ≤200 ≥7.5
N33EH 1.13-1.17 11.3-11.7 ≥852 ≥10.7 ≥2388 ≥30 247-271 31-34 ≤200 ≥7.5
N35EH 1.17-1.22 11.7-12.2 ≥876 ≥11.0 ≥2388 ≥30 263-287 33-36 ≤200 ≥7.5
N38EH 1.22-1.26 12.2-12.6 ≥915 ≥11.5 ≥2388 ≥30 287-310 36-39 ≤200 ≥7.5
N40EH 1.26-1.29 12.6-12.9 ≥939 ≥11.8 ≥2388 ≥30 302-326 38-41 ≤200 ≥7.5
N42EH 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥2388 ≥30 318-342 40-43 ≤200 ≥7.5
N45EH 1.32-1.38 13.2-13.8 ≥995 ≥12.5 ≥2308 ≥29 342-366 43-46 ≤200 ≥7.5

AH

N28AH 1.04-1.08 10.4-10.8 ≥764 ≥9.6 ≥2786 ≥35 207-231 26-29 ≤220 ≥7.5
N30AH 1.08-1.13 10.8-11.3 ≥812 ≥10.2 ≥2786 ≥35 223-247 28-31 ≤220 ≥7.5
N33AH 1.13-1.17 11.3-11.7 ≥852 ≥10.7 ≥2786 ≥35 247-271 31-34 ≤220 ≥7.5
N35AH 1.17-1.22 11.7-12.2 ≥876 ≥11.0 ≥2786 ≥35 263-287 33-36 ≤220 ≥7.5
N38AH 1.22-1.26 12.2-12.6 ≥923 ≥11.6 ≥2786 ≥35 287-310 36-39 ≤220 ≥7.5
N40AH 1.26-1.29 12.6-12.9 ≥939 ≥11.8 ≥2786 ≥35 302-326 38-41 ≤220 ≥7.5
N42AH 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥2707 ≥34 318-342 40-43 ≤220 ≥7.5
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ಘවૡᜏ Diffusion Process
H N54H 1.44-1.50 14.4-15.0 ≥1035 ≥13.0 ≥1353 ≥17 406-438 51-55 ≤120 ≥7.5

SH

N48SH 1.37-1.42 13.7-14.2 ≥995 ≥12.5 ≥1592 ≥20 366-390 46-49 ≤150 ≥7.5
N50SH 1.40-1.45 14.0-14.5 ≥1035 ≥13.0 ≥1592 ≥20 374-406 47-51 ≤150 ≥7.5
N52SH 1.42-1.48 14.2-14.8 ≥1035 ≥13.0 ≥1592 ≥20 390-422 49-53 ≤150 ≥7.5
N54SH 1.44-1.50 14.4-15.0 ≥1035 ≥13.0 ≥1512 ≥19 406-438 51-55 ≤150 ≥7.5

UH

N45UH 1.32-1.38 13.2-13.8 ≥995 ≥12.5 ≥1990 ≥25 342-366 43-46 ≤180 ≥7.5
N48UH 1.37-1.42 13.7-14.2 ≥995 ≥12.5 ≥1990 ≥25 366-390 46-49 ≤180 ≥7.5
N50UH 1.40-1.45 14.0-14.5 ≥1035 ≥13.0 ≥1990 ≥25 374-406 47-51 ≤180 ≥7.5
N52UH 1.42-1.48 14.2-14.8 ≥1035 ≥13.0 ≥1910 ≥24 390-422 49-53 ≤180 ≥7.5
N54UH 1.44-1.50 14.4-15.0 ≥1035 ≥13.0 ≥1910 ≥24 406-438 51-55 ≤180 ≥7.5

EH

N40EH 1.26-1.29 12.6-12.9 ≥939 ≥11.8 ≥2388 ≥30 302-326 38-41 ≤200 ≥7.5
N42EH 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥2388 ≥30 318-342 40-43 ≤200 ≥7.5
N45EH 1.32-1.38 13.2-13.8 ≥995 ≥12.5 ≥2308 ≥29 342-366 43-46 ≤200 ≥7.5
N48EH 1.37-1.42 13.7-14.2 ≥995 ≥12.5 ≥2388 ≥30 366-390 46-49 ≤200 ≥7.5
N50EH 1.40-1.45 14.0-14.5 ≥1035 ≥13.0 ≥2308 ≥29 374-406 47-51 ≤200 ≥7.5

AH
N40AH 1.26-1.29 12.6-12.9 ≥939 ≥11.8 ≥2786 ≥35 302-326 38-41 ≤220 ≥7.5
N42AH 1.29-1.33 12.9-13.3 ≥955 ≥12.0 ≥2707 ≥34 318-342 40-43 ≤220 ≥7.5
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